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Model

Component assemblies
Outer fabric
Moisture barrier
Liner

Approvals

Available sizes

Colour

Design
Length
Elbow reinforcement
Cuff reinforcement
Type of cuffs
Type of front zipper
Type of front flap
Inspection zipper

Trim
Design of reflective trim
Type of reflective trim
Colour of reflective trim
Additional trim on sleeves
Additional trim at bottom
Add refl. trim, back
Trim placement on chest

Pockets
Type of radio pocket, left
Type of microphone strap left
Size of radio pocket, left
Type of radio pocket, right
Type of microphone strap right
Size of radio pocket, left
Number of mobile pockets
Mobile pocket, placement
Type of side pockets
Inner pocket in lining
Inner pocket behind front flap
Easy access straps on pockets

Accessories
Snap hook
Type and placement of straps

Extra strap for ligth strap
Name patch
Placement of name patch
Transponder

003D

CA AG
Aramide 220 g/m²
MB22 105 g/m² 
Aramid/viscose 55/45 130g/m2

EN 469:2020, Level 1
EN 1149-5:2018
EN ISO 13688:2013

42-44(XS), 46-48(S), 50-52(M), 
54-56(L), 58-60(XL), 
62-64(2XL), 66-68(3XL).
Same sizes are available in
short and long versions.

Orange/dark navy blue, red/dark -
navy blue, dark navy blue/red, 
golden brown/dark navy blue and 
gold/red.

Short
Para-Aramid
Outer
Knitted cuffs
1 slider, plastic
Short,to bottom of collar seam
Between outer & moisture Barrier/liner

Standard, EN469
3M™ comfort trim
Lime/grey/lime, triple trim
Yes
Yes
Yes
Regular

Box, H flap
Double opens in left side
Medium, 16 x 9 x 4,5 cm
Box, H flap
Double opens in right side
Medium, 16 x 9 x 4,5 cm
1 piece
Box, 9x19x3,5cm, left sleeve
Partly box pocket
1 piece, right w. hook/loop
1 piece
Para-Aramid

1 Brass, 2 straps in pocket
Light strap, front flap
Mic strap upper breast, left
Mic strap upper breast, right
Strap w D-ring in radio pocket
Yes
2,5 x 12 cm
Right side
Viking RFID & NFC
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